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UCO Supertex Woodgrain wall panel
The building material with durable
timber appeal.

&

lts natural timber texture finish wil
enliven any wall with rustic warmth.
Be it a feature wall, gable end, screen
partition, infill panel or cladding. Strike
the right note by painting it over with
the colour of your choice.

Non-combustible and asbestos-free,
UCO Supertex Woodgrain panels are
made of cement, refined sand and
specially treated cellulose fibre.

UCO Supertex Woodgrain panels
remove the problems of water damage,
rot and termites.

Perfect for renovation work, installation
is quick and easy, and it blends with
almost any design UCO Supertex
Woodgrain panels will give you a lifetime
of beauty that is virtually maintenance-free.



PRODUCT SPECIFICATION

Basic Composition

Portland cement. refined sand
and cellulose fibre.

__—  Durability
UCO Supertex Woodgrain
panels are autoclaved. They

remove problems of water
damage, rot and termites.

Within the normal range of applications,
the life-span of the product is limited only by
. the durability of the supporting structure and
y the materials used in the fixing.

Any special conditions or unusual applications
should be referred to the technical staff of UAC
Berhad for advice.

e .= NN Firc Resistance
- O, 5% |JCO Supertex Woodgrain panels are non-
. combustible as proven by the following tests:-

(a) 'Early Fire Hazard Indices' as tested to

ADVANTAGES AS 1530
» Durable Part 3 - 1982
Not affected by sunlight or rain under normal IGNION INGBX oot O
weather conditions. Perfect for internal feature
wall and external cladding, Flame Spread INdex .........cecvvmmiesiscesennes O
: Heat Evolved INABX ........ccccccvvvrurnianenrnns 0
o Termite free
Not affected by termite attacks. Smoke Developed INAeX .......ccc.cevneee. 0
* Free from decay (b) Uniform Building By Laws 1984
Unlike timber products, Class 'O
* Resilient BS 476 Part 6 (fire propagation)
Unlikely to warp, crack or split. Index of performance (1) =11t02.8
Sub-index (i) =02t01.6
* Minimal maintenance
Very cost effective. BS 476 Part 7 (surface spread of flame)
gy Characteristics - Class (1)
. Sasuy painted
uitable for emulsion an lic paint.
HRgEC AN Effects of Heat
* Permanently patterned Physical properties are not degraded by exposure

Beautiful woodgrain texture does not wane. to temperatures ranging from 0° C to 105° C.
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